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HOW TO

RE— SILICONE YOUR
KITCHEN WORKTOP
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one & Grout Remover
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ion Wipes (4 Pack)

-CornerTape w or m

e Gun

One tube of kitchen sealant
or silicone

Knife or

Scissors
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/~  STEP ONE

Remove the old silicone

STEP TWO

Prepare the surfaces
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STEP FIVE

Fill with sealant
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STEP SIX

Smooth the sealant

STEP THREE

CornerTape the corners

STEP FOUR

' ~them) leave the

—corner Joint.

Pull, push or
scrape off
the old
Silicone.
Be sure to
remove
100%
of it.

De-grease the :
sqrfaces by just . @
wiping them over,  ,uepiranon
this guarantees w[ﬂ-is
correct adhesion

of your new 3
Sealant. ::{:* '
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Simply mask the internal
corners first (if you have

clear film attached ¥ -
on the vertical Yo
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Now you can roll out the
between the
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(If a 2 way corner is required)

CornerTape the Iong runs CornerTape

Corners, simply
over lap it into the

already pre-masked Zg=en

corners. Use the
CornerTape Grip!
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/8 skill required!

._________ which is included with

Fill the gap between the
tapes with-your kitchen
sealant or silicone

the cartridge o~

%

Smooth the sealant with the
Cornertape forming tool

using

every pack and now
remove the silver
CornerTape.

\ A perfect result!
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